
L I G H TI N G

0 SAFETY

V::.J SET SCREWS

.&_ WARNING

ALL SET SCREWS ON EACH HANGING 

DOWN ROD AND U RING MUST BE 

FULLY TIGHTENED AND SECURED 

BEFORE INSTALLATION IS 

C OMPLETE 

� INCLUDED 

Qty 2 - Extra Set screws are 

included in the box 

FIELD-ADJUSTABLE 

CUSTOMIZABLE HEIGHT 

MINIMUM BODY HEIGHT 

HF7101 
Small Pendant 

37''H Minimum with 6" downrod 

................................... 

HF7122 
Large Pendant 
39"H Minimum with 6" downrod

This also applies to the following items:

 HF7103, HF7155, HF7107, and 
HF7109

CANOPY & HANGING 

WARNING 

*Do Not Remove Chain link

*Do Not Cut Wire

HANGING (DC) DOWN ROD

6" Hanging DC Down Rod A 

w ith DC Connector must be 

used 

Hanging DC Down Rods Included 

• 1 X 6"

• 1 X 12"

• 1 X 24"

Additional Hanging (DC) 

Down rods available to order. 

Body U-Shape Ring 

5"H x 6"W U-Ring TOP

DC Connection 
(DO NOT PULL OUT WIRE) 

BODY DOWNRODS INCLUDED 

Additional Body (DC) and NON (DC) Down 
rods available to order. 

B: BODY DOWN ROD-DC Connection (DC)

• 1 X 611

• 1 X 12"

• 1 X 24"

C: BODY DOWN ROD NON-DC (HOLLOW)

• 1 X 6"

• 1 X 12"

• 1 X 24"

U-RING BOTTOM

6"H x 6"W U - Ring BOTTOM 

GLASS SHADE SIZE 

HF7101- 12" H 
HF7122- 14" H 
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Thank you for your purchase.

Preparation:
Carefully remove the fixture
from the carton and check
that all parts are included as
shown in the illustration. If
any parts are missing or
damaged,DO NOT attempt
to install the product.

L I H T I NG  G

HF7107

Installation Instructions avenuelighting.com

Welcome to the Avenue Lighting
Family. Please follow these
instructions carefully as they
contain important information
about the safety, use and disposal
of this product.

Professional Installation: Ensure a licensed electrician performs the

maintenance checks.

installation.
Installation Manual: Carefully read and comprehend the entire installation

 manual before proceeding.
Original Parts:Utilize only original, undamaged parts for the installation.
Safety Precautions: Wear protective gloves during installation. Verify that
the electrical fixture is compatible with a 110-130V and 60Hz power
supply. Avoid using detergents for cleaning and conduct annual

Install

Parts:

Clean with a soft damp cloth.

1.Mounting Bracket
2.Mounting Screws
3.Safety wire
4.Wires - N-G-L
5.Canopy Mounting Screw
6.Glass
7.Metal ring
8.Metal pole(DC)
9.Metal pole
10.Metal pole(DC)
11.Metal pole
12.Metal pole(DC)
13.Metal pole
14.DC plug
15.Metal pole(DC)
16.Metal pole(DC)
17.Metal pole(DC)
18.Metal pole(DC)
19.Screw
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with DC plug

Rods with DC plug should
be connected together

Rods with DC plug should
be connected together
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